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CODE Description Volume (L) Rating 
Heat Loss 

(W) 

B3D07540VF 750x400 Direct 80 C 60 

B3D08240VF 825x400 Direct 88 C 62 

B3D09040VF 900x400 Direct 96 C 64 

B3D10540VF 1050x400 Direct 114 C 68 

B3D12040VF 1200x400 Direct 132 C 74 

B3D06745VF 1500x400 Direct 84 C 61 

B3D07545VF 750x450 Direct 95 C 63 

B3D08245VF 825x450 Direct 105 C 65 

B3D09045VF 900x450 Direct 117 C 70 

B3D10545VF 1050x450 Direct 140 C 76 

B3D12045VF 1200x450 Direct 162 C 80 

B3D15045VF 1500x450 Direct 206 C 85 

B3D18045VF 1800x450 Direct 280 C 95 

B3I07540VF 750x400 Indirect 80 C 60 

B3I08240VF 825x400 Indirect 88 C 62 

B3I09040VF 900x400 Indirect 96 C 64 

B3I10540VF 1050x400 Indirect 114 C 68 

B3I12040VF 1200x400 Indirect 132 C 74 

B3I15040VF 1500x400 Indirect 84 C 61 

B3I07545VF 750x450 Indirect 95 C 63 

B3I08245VF 825x450 Indirect 105 C 65 

B3I09045VF 900x450 Indirect 117 C 70 

B3I10545VF 1050x450 Indirect 140 C 76 

B3I12045VF 1200x450 Indirect 162 C 80 

B3I15045VF 1500x450 Indirect 206 C 85 

B3I18045VF 1800x450 Indirect 280 C 95 

B3I07545VF/T 750x450 Indirect Twin Coil 95 C 63 

B3I08245VF/T 825x450 Indirect Twin Coil 105 C 65 

B3I09045VF/T 900x450 Indirect Twin Coil 117 C 70 

B3I10545VF/T 1050x450 Indirect Twin Coil 140 C 76 

B3I12045VF/T 1200x450 Indirect Twin Coil 162 C 80 

B3I15045VF/T 1500x450 Indirect Twin Coil 206 C 85 

B3I18045VF/T 1800x450 Indirect Twin Coil 280 C 95 


